VALVE BOX STABILIZING PAD
SEE DETAIL 513.03 M

BACKFILLED EARTH

VALVE BOX DETAIL

SEE DETAIL 513.01
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CONCRETE BRICK

UNDISTURBED GRADE o

CONCRETE BRICK

FOR SHORT DISTANCES
THREADED BRASS
PIPE MAY BE USED

SEE
SHEET
1 of 2

STANDARD 2" TAP

MANUFACTURER MODEL / Cat. No.

TYPE "K” HARD DRAWN COPPER SERVICE

@ PART
1
2

MALE THREAD x COMPRESSION ADAPTER

MUELLER H15428
OR APPROVED EQUAL

3 | 2" x 4" THREADED BRASS NIPPLE

4 | 2" THREADED IRON BODY GATE VALVE
RESILIENT WEDGE

CLOW (M&H) / F6103 — AFC SERIES 2502 STAINLESS STEEL

MUELLER — H-2360-8

5 | BRONZE DOUBLE STRAP SADDLE

FORD 202B SERIES
MUELLER BR2B
SMITH-BLAIR 325-000 SERIES

NOTES:

1. All taps larger than 2” shall be made with Tapping sleeve and Valve

(Detail 513.02)

TOWN of CLAYTON

USE WITH THE TOWN of CLAYTON STANDARD SPECIFICATIONS ONLY

2" WATER METER
SERVICE DETAIL
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